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The ELLA6 loudspeaker is equipped with a 6.5“ chassis for the low-
mid frequencies and a scientifi cally developed waveguide with fi ve 1“ 
silk dome tweeters in a really compact symmetrical enclosure with 
only 20 × 20 cm (7.9 in × 7.9 in) front surface.

Due to the special acoustical resistors in the back of the enclosure, 
ELLA6 has a cardioid directivity pattern over the whole frequency 
range. Compared to typical speakers of this size, ELLA6 has very 
reduced low-mid noise behind the box.

The newly developed waveguide and silk dome tweeters reproduce 
silky smooth and clear high frequencies up to 20 kHz with a minimum 
of distortion.

Having 24 Ohms per box, up to 12 ELLA6 can be operated on just 
one amp channel. And with a coverage of 120° × 10° ELLA6 is the 
perfect front fi ll or under balcony speaker. The innovative and easy 
rigging allows fast setup times of fl own arrays or stacks.

Key Features

>> Cardioid over the whole frequency range.

>> Only 20 cm (7.9 in) wide.

>> Coverage 120° × 10° (h × v).
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>> Coherent phase response with all TW AUDiO subwoofers.

ELLA6
DATASHEET

>> Operation with dedicated TW AUDiO presets on Lab.gruppen or Powersoft series.

>> Symmetrically constructed line source cabinet with up to 10° vertical splay angle per element.

>> Operate up to 12 units on one amp channel.

>> Waveguide with fi ve 1“ dome tweeters for silky smooth and clear HF.

Applications

>> Galas, events and shows

>> Theatres and cultural places

>> Concerts and touring

>> Churches, houses of worship, religious places

>> Bars and restaurants

>> Stadiums and arenas
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Drivers

Frequency range

Power capacity program / peak

Impedance

Coverage (h × v)

Sensitivity 1 W / 1 m

SPL max / 1 m

Connection

Dimensions (H × W × D)

Weight

Finish

Technical Data

1 × 6.5″ LF | 5 × 1″ HF

90 - 20000 Hz

400 / 800 W

24 Ω

 120° × 10°

 99 dB

129 dB

speakON™ NL4 1±

200 × 200 × 260 mm | 7.9 × 7.9 × 10.2 in

5.5  kg | 12 lbs

Warnex texture paint (RAL colors optional)

System Proposals

POLE MOUNTED

2 × ELLA6

POLE MOUNTED

6 × ELLA6

FLOWN ARRAY

10 × ELLA6
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